the pressure equipment safety authority

AB-508 2025-10

Safety Codes Act Flow Chart

|5 it a hot-water

Is it a Boiler or storage (not

Themal Liguid equipped with
Heating heating unit
System? exceeding

65" C?

Does the
equipment Mot pressure
contain equipment under the
expansible At
fluid?

l5it

exempt in Yes

-

There are 3 types ofexemptions
21} Exempt from the Act
J &2} Exempt from the PESR,

the
PEEC?

Mo

Next page

PWR and PER
21 Exempt from the PESRH
and PWR

Act - Safety Codes Act
PESR - Pressure Equipment Safety Regulation
PEEO - Pressure Equipment Exemption Order

PWR - Pressure Welders Regulation
PER - Power Engineers Regulation

* Hot Water storage units equipped with heating units
shall be addressed per Information Bulletin No. IB23-038
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https://kings-printer.alberta.ca/1266.cfm?page=2002_169.cfm&leg_type=Regs&isbncln=9780779835867
https://kings-printer.alberta.ca/1266.cfm?page=2003_085.cfm&leg_type=Regs&isbncln=9780779805839

Section 4 defines
pressure piping
exempt from some
PESR requirements

Section 14(6)(a) exempts
pressure piping systems,
with an aggregate volume
not exceeding 500 litres,
from the requirement to
register the design

From previous page

Does it meet Owner must ensure that the pressure piping

the partial is designed, constructed and installed in
exemption in accordance with the applicable ASME
PESR Yes [Code, and that accidents and unsafe

Section 4? conditions are reported.

Is it exempt
in PESR

Section
14(6)? Yes

No

Designs of this pressure
equipment must be registered by
the Administrator.

All pressure equipment must be constructed in accordance
with the Pressure Equipment Safety Regulation.
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Does it require a
certificate of
inspection permit in
PESR section 337

Yes

Under the following sections of the Pressure Equipment Safety Owner of pressure equipment
Regulation, the owner of pressure equipment must: does not require a certificate of

inspection permit prior to operating the
33(1)(a) not operate the equipment without a certificate of equipment.

inspection permit.

33(1)(b) operate the equipment within the terms and conditions
of the permit.

36 notify the Administrator of any change of ownership
or location.

Owner's Duties:

An owner of pressure equipment must ensure that the pressure equipment is designed, constructed,
installed, operated, maintained and decommissioned in a manner to prevent unintentional release of
stored energy, to prevent injury to people and to prevent damage to equipment. These responsibilities
include, but are not limited to, the following sections of the Pressure Equipment Safety Regulation:

11(3) obtain an owner-user certificate of authorization permit if required by the Administrator.

31 certify the pressure piping data report and retain it on file for at least 5 years.
35 report unsafe condition, accident or fire.
37 ensure that: the pressure equipment meets the requirements of the Regulation and is maintained

in good working order; an integrity management system is in place; safe operating limits and
operating procedures are established; and operators are competent.

38/39 ensure that the pressure equipment is protected against overpressure, and
ensure that the overpressure protection system is designed and maintained as required.

40 ensure repairs and alterations comply with the Regulation.

41/42 ensure pressure equipment is safe for continued operation and records are maintained.
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